SAND'S Aluminum LEVELS 


PRICE LIST 

No. 21 

EFFECTIVE JULY 15, 1933 

CANCELLING ALL FORMER PRICES 

SUGGESTED RETAIL PRICES 



All Prices are F. 0. B., Detroit, Mich. 

SUBJECT TO CHANGE WITHOUT NOTICE 
AND ARE NOT GUARANTEED AGAINST DECLINE 

Terms 2°fo 10 days or net 30 days 


Sole Distributors of Stevens’ Line Levels 


1 

SAND’S 

WOOD AND t m/CI C 
ALUMINUM LEi V LLo 

• 


MASONS’ WOOD LEVELS 


NO. GLASSES SIZE EACH 

NO. GLASSES SIZE EACH 

1-A. . . . 

. 4. 

..42”... 

.$2.75 

4-ABE. ... 6 ... .42” . . 

..$4.00 


4. . 

. S48”... 

. 3.00 

6 48”.. 

.. 4.25 


4. . 

. .60”. . 

. 4.00 

5-A 6.... 42”.. 

. . 5.25 


4. . 

..72”... 

. 5.00 



6 48”.. 

. . 5.75 

3-A. . . . 

. 6. . 

. .42” 

3.50 

7-A 6. ...42”.. 

. . 5.25 

6. . 

. .48”. . 

. 3.75 


6. . 

. .60”. . 

. 5.50 

6 48”.. 

. . 5.75 


6. . 

..72”... 

. 6.50 

6 60”. . 

. . 9.00 



6 72”.. 

. .10.00 

3-ABE . 

...6.. 
6. . 

..42”... 

..48”... 

. 4.00 
. 4.25 

Brick Masons Levels 





No. 118A — 12”. . .Each 3.20 

4-A .... 

. 6.. 

..42”... 

. 3.50 

No. 118B — 16”. . .Each 3.30 


6. . 

..48”... 

. 3.75 

No. 118C — 18”. . .Each 3.40 



MAHOGANY MASONS’ LEVELS 


11-A. . . 

...6. 

...42”.. 

.. 4.68 

12-A 6.... 42”.. 

.. 5*10 


6. 

..48”.. 

. 5.10 

6. ...48”.. 

.. 5.53 



CARPENTERS’ 

WOOD LEVELS 


NO. GLASSES SIZE EACH 

NO. GLASSES SIZE EACH 

118 

..4.. 

..24”... 

.$2.00 

218-BB. . . 6 24”.. 

..$4.00 


4. . 

. .26”. .. 

. 2.05 

6 26”.., 

.. 4.10 


4.. 

..28”... 

. 2.10 

6 28”.., 

.. 4.20 


4.. 

..30”... 

. 2.15 

6 30”.., 

.. 4.30 

118-BE. 

..4.. 

4.. 

4.. 

4.. 

..24”... 

..26”... 

..28”... 

..30”... 

. 2.50 
. 2.55 
. 2.60 
. 2.65 

677 2. ...12”.., 

2 16”.., 

2 18”.., 

2 20”.., 

. . 1.00 
.. 1.05 
,. 1.10 
.. 1.15 

118-BB. 

.. 4. . 

..24”... 

. 3.50 

Assorted, per doz. . . 

..12.00 


4. . 

..26”... 

. 3.60 




4.. 

..28”... 

. 3.70 

678 2 24”... 

. . 1.25 


4. . 

..30”... 

. 3.80 

2 26”.., 

.. 1.30 





2 28”.., 

.. 1.35 

218 

.. 6 .. 

. .24”. .. 

. 2.50 

2 30”... 

. 1.40 


6 . . 
6. . 

. .26”. . . 
..28”... 

. 2.55 
. 2.60 

Assorted, per doz. . . 

..15.00 


6.. 

..30”... 

. 2.65 

679 2. ...24”... 

.. 1.75 

218-BE. 

..6.. 

..24”... 

. 3.00 

2 26”.., 

. . 1.80 


6.. 

..26”... 

. 3.05 

2. ...28”.., 

.. 1.85 


6.. 

..28”... 

. 3.10 

2 30”.., 

.. 1.90 


6.. 

..30”... 

. 3.15 

Assorted, per doz. . . 

..21.00 


BE Denotes Brass Ends. BB Brass Bound 


NOTE- 

-Service Charge oj 10% on the net amount of 

invoice 

will be made 

on all direct shipments to jobbers’ accounts. 


SAND’S 


LEVELS 


WOOD AND 
ALUMINUM 


MILLWRIGHTS* ALUMINUM LEVELS 
NO. GLASSES SIZE EACH NO. GLASSES SIZE EACH 

6V 3 6” $3.00 I 12V 4 12” $4.00 

9V 4 9” 3.50 I 

NUMBERS 6V, 9V, 12V, are always furnished with **V” or 
grooved edge for leveling shafting. 

CARPENTERS’ ALUMINUM LEVELS 


NO. 

GLASSES 

SIZE 

EACH 

NO. 

GLASSES 

SIZE 

EACH 

18... 

4... 

18”. . . 

.$4.25 

28... 

6..., 

.28”... 

.$6.00 

24.. 

6..., 

24”... 

. 5.00 

30... 

6. .. , 

.30”... 

. 6.50 

26.. 

6... 

.26”... 

. 5.50 






Above numbers and lengths also furnished with*‘V’ 9 or grooved 
edge when specified, 25c extra. 


MASONS’ ALUMINUM LEVELS 
NO. GLASSES SIZE EACH 
42 6 42” $ 9.00 

48 6 48” 12.00 

MASONS’ anil PLASTERERS’ TOOLS and SPECIALTIES 


STRAIGHT EDGE CASE 

No. 500 Each, $1.00 

No. 501 90 degree 1.50 

No. 502.. 48” Straight Edge 
Equipped with 90 degree 
Straight Edge Case. . . .3.00 
TORPEDO LEVEL 

No. 509 9” Each, $1.00 

No. 509-A 45 c ..Each, 1.50 
LEVEL SIGHTS 

No. 510 Per Pair, $1.00 

WOOD FLOATS Doz. 


ALUMINUM 
PLASTERERS’ HAWKS 

520 13”xl3”. .Each $2.50 

521.. .. 131/2^x1.31/2” 2.60 

522 . . . .14”xl4” 2.70 

WOOD HAWKS 

622.. Pine.. 13”xl3”.. $1.68 
722 Redwood 13^x13^ 1.50 

CORK FACED Doz. 

544. . 12”x5”xl 1 /4” . . .$16.88 
545. .10}£ ”x4”xl 1 / 4” . 16.88 


530 12”x5”x%” $ 7.12 

531.. 14.x4”x%” 7.62 

532.. H”x4”x%” Angle 7.12 
533. .ll”x4tt”x%”C.G. 11.88 
CORK FLOATS-Unhandled 
540. .12”x4”xl 1 / 4”. . . . 11.12 

541. . 12”x4 1 /£”xl 1 / i”. . 12.62 

542 . . 12”x5”xl 1 / 4”. . . . 14.12 
543. . 12”x6”xl^4” 15.62 


ALUMINUM 
ANGLE FLOAT 

546..10”x3%” 





PADDLES-Hardwood 

548 Plain Edge 2.80 

549 Bronze Edge 3.50 


FLOAT HANDLES Doz. 

4. .Easy grip-oval shaped. .914” long 1 9-16 thick $5.50 

5.. Easy grip-oval shaped.. 7*4” long'll” thick 4.50 

6.. Easy grip 9” long 1 5/16” thick 3.20 

No. 505 Callous Preventors Each, M 



STEVENS’ LINE LEVELS 


No. 555 3” Line & Surface Level Each .50 

No. 556 6” Surface Level Each .75 

No. 558 8” Surface Level Each 1.00 

No. 552 3” Line & Surface Level Each .75 


SAND’S 


LEVELS 


WOOD AND 
ALUMINUM 


PROVED LEVEL. AND PLUMB GLASSES 


SIZE DOZ. SIZE DOZ. 

V'-iyS’-lW'W .95 3” 1.20 

2 1.00 1-30 

2*4” .... 1.05 4” 1.45 

2*A” 1.10 4*A” 1-60 

Assorted (1 *4" to 3”). . . .1.20 

REPAIR CHARGES, PRICES NET, Plus All Postage 

Spirit Tubes, Resetting Each, .25 

Protecting Lenses, Replacing Each, .25 

Refinisbing 20 to .50 

Straightening or Jointing 20 to .35 


STANDARD OF QUALITY 

We are the originators of the Sand’s type of Mason and 
Carpenters’ wood and aluminum levels. We invented the 
first combination plumb and level in 1895. Our growth to 
the largest plant of its kind in the world has been due to 
the fact that the trade recognized the accuracy and pro- 
gressiveness of the company and its continued improve- 
ments of the genuine Sand’s products. 

PERMANENT FACTORY BUILT-IN ACCURACY 

This feature makes Sand’s Levels the recognized stand- 
ard for layman or mechanic. The high standard of pre- 
cision tests and inspection employed in the construction of 
Sand’s Levels makes them the undisputed leaders in their 
class. Permanent factory built-in accuracy is an exclusive 
Sand's feature. 

SAND'S CALIFORNIA WHITE SUGAR PINE 
PLUMBS AND LEVELS 

Made of carefully selected stock, straight grain, free from 
sap. In addition to being thoroughly air dried at the mill, 
each piece is dried from 10 to 12 months in our plant before 
being made into finished stock to insure against any possi- 
bility of warpage, thereby assuring absolute accuracy. All 
pine levels are finished with three coats of weather proof 
paint; all six glass levels will plumb any end, or level any 
edge up. 

Sand's Aluminum Levels are the standard of accuracy, 
and the easiest to read in dark places. They will plumb 
any end or level any edge up. This allows overhead use to 
plumb or level ceilings, girders, shafting, etc. Can be used 
and read in any position, high or low, up or down, at arm’s 
length. 

Sand’s Levels Tell The Truth 


